
  FormsPro 4600 Series Quick Setup Instructions  
 

Unpack the Printer: r and host interface cables.  Remove all packing materials, and place on print stand.  ––  Connect the powe   ––  Turn the Printer On 
 
 

 
Install the Ribbon – With power on, lift the Ribbon Lid 
and press the nose shield toward the rear of the printer. 

 
Remove the ribbon from its packaging and tighten the 
fabric by turning the knob on the top counterclockwise. 

 
Place the right end of the ribbon on the support bracket 
while aligning the tab with the slot on the bracket. 

   

 
Lower the left end of the ribbon while guiding the fabric 
between the print head and nose shield. 

 
Align the left end of the ribbon with the support bracket 
and snap it firmly into place. 

 
Verify the ribbon fabric is positioned as shown.
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CAUTION:  DO NOT TIGHTEN RIBBON FABR
The printer will do this automatically when the ribbon li
is closed. 
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Load Paper – To access the paper feed tractors, 

of 

s are not set to the proper width for the 
ide 

n  

pull outward on the lower front panel and lift the front 
the printer. 
If the tractor
form you are loading, locate the green lever on the s
of the right-hand tractor and move it up to allow the 
tractor to slide left or right.  Note that the left-hand 
tractor position is not adjustable.  Open the doors o

 
the front of the tractors and place the holes in the 

he 
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ormsPro 4603, you may use the  

edges of the form over the pins in the tractor.   
Make sure that the form will not extend above t
tractor doors and close the doors.  Slide the right-
hand tractor so that the form is taut between the 
tractors and lock the tractor in place by moving th
green lever down. 
If your printer is a F

 
“Form Select” button on the printer’s front panel to 
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inter case until it latches 
the 

 

select another form and path, and press the “Load”
button.  This will move the new path into the load 
position.  Repeat the previous instructions for loadin
each form on the tractors. 
When finished, lower the pr
and press the “Load” button to feed the paper up to 
print head in preparation for printing. 
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Review the configuration settings described on the next page.  When complete, press the “Online” button to allow the printer to receive data and begin printing. 
 

 4
Part Number 6817 Rev. B       



  FormsPro 4600 Series Setup Menu Reference   

 

 

 

USING SETUP 

This reference provides brief instructions for using the printer’s control panel to make 
 use 

e 

Please r uctions. 

configuration changes.  Once you have set up the Interface parameters, you may also
the Remote Setup program supplied with your printer to make additional changes. 

Note: Upon entering the Interface Menu, use the Value buttons to select either th
Serial or Parallel/LAN interface to access the appropriate menu items. 

efer to the FormsPro 4600 Series Operator’s Manual for complete setup instr
 

 

The menu tables to the right show the functions available in each menu along with the 
factory default value.  To make changes, use the following steps: 

1. If the ONLINE indicator is lit, press the button to take the printer off line. 

S

2. Press the SETUP button.  The display will show the following: 
Entering 

 
 FORMS MENU 

 etup Menus Form 0 
3. Conti utton 

4.  use the 

e 

5. the value of the selected 

6. Setup, press the ONLINE 

 

 

nue to use the SETUP b
to select any of the menus in the 
tables shown to the right. 
Once in the desired menu,
FUNCTION buttons to select the 
parameters you wish to review 
and/or change.  The current valu
assigned to the function is 
displayed. 
To change 
function, use the VALUE buttons.  
The value that is displayed will be 
the value that is set when Setup is 
exited. 
To exit 
button.  The printer will display: 

Exiting Menus 
Saving Changes 

 
FORMS MENU 

Form Name = Form 0 
Tractor Path = Front  (4603 Only) 

 

 
 

Lines/Inch = 6 
 66 Lines Form Length =

Top Margin = 0 Lines 
esBottom Margin = 0 Lin

Characters/Inch = 10 
 0 Left Margin = Column

Right Margin = 272 
D Font = Epson FX F

Draft Speed = Normal
Impact Force = Normal
Language = USA 

al Zero Style = Norm
Unidirectional = No  

INTERFACE MENU OPTIONS MENU 

Parallel/LAN 
Emulation = Epson 

68.0.27 
.0 

F = No 

LAN Setup = Off1 
o2 IP Address1 = Aut

IP Address1,2 = 192.1
Subnet Mask1,2 = 255.255.255
IP Gateway1,2 = 192.168.0.0 
Auto-CR = On 
Auto-LF = Off 
Host FF at TO
Characters = Control 
Minimum Buffer = No 

Serial 
Emulation = Epson 

F = No 

 Low 

Auto-CR = On 
Auto-LF = Off 
Host FF at TO
Characters = Control 
Minimum Buffer = No 
Baud Rate = 9600 
Data Bits = 8 
Stop Bits = 1 
Parity = None 
Busy Polarity =
DTR = Power 

Off XON/XOFF = 
ETX/ACK = Off 
RTS/CTS = Off 

Max Form Allowed = Form 2 
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Auto-Scroll = 1 Second Delay
Paper Out Fault = Finish Page 
Char. To Ignore = 255 
Top of Barcode = Off 

ffTop of Oversized = O
User Language = Englis
Page Size = 8192 Charact
Truncate Lines = No 

 
OPTIONS MENU – ImagerPlus3 

Emulation = QMS CodeV v2 
Control Character = ^ (5E Hex) 

ained 

e 

Line Terminator = LF 
igh Res Bar Code Density = H

QMA Char Set = USA 
Active ^PY Translation = Not 

^F Free Format = Not Active 
^X Ignore Data = Not Active 
Imager Zero = Slashed 

MaintLine Registration = Not 
Vertical DPI = 72 

 Version 2 Vertical Text SP =
CodeV SP Fields = Process 
IGP Char Set = ASCII 
Delete Logos = No 

ctivQuiet Mode = Not A
Spacing = IGP 10/20/40 

 

1  “On” when the internal, 
ed.  

o 

LAN Setup is only set to
wired Ethernet interface is installed and being us
The external loopback cable must be installed on the 
rear of the printer and the noted items are then 
available in the setup menu.  The Serial interface is 
not available. 
LAN Setup is set to “Off” for all other interfaces.  If 
another optional interface is installed, please refer t
the additional instructions provided for setup.  

2 When IP Address is set to “Auto”, the printer receives 
its address via DHCP and the IP specification 
choices are not available. 

3 ImagerPlus options are only available when an 
ImagerPlus graphics interface is installed. 

TEST MENU 

Print the Menus = No 
Test Mode = Off 
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